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Technical Features

g  Tunnel Boring Machines
g  Injection Molding Machines
g  Water treatment plants
g  Textile Industry
g  Mining Equipment

g  Output: up to 450kW
g  Number of poles: 2 to 6 poles
g  Frames: 200,250 and 315
g  Voltage: up to 690 V
g  Frequency: 50 Hz or 60 Hz
g  Service factor: 1.00
g  Degree of Protection: IP55

g  Insulation class: F or H
g  Mounting: B3T
g  Frame material: Cast irong Cooling 	
    system: IC71W
g  Grounding terminals on frame and   	
   main terminal box

W22 Water Cooled motors are especially suitable for applications 
with limited space, hard-to-reach maintenance areas, air circulation 
limitations, and equipment where the process already requires a 
continuous water circuit. This prevents overheating and makes the 
W22 Water Cooled line an excellent choice for environments that 
demand controlled temperatures.

W22 Water Cooled

WEG W22 Water Cooled motors can be used for a wide variety of applications 
and are mainly recommended where space and noise level reduction is required. 
They are also recommended for different applications including:
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W22 Water Cooled4 W22 Water Cooled 5

Electrical Data

W22 Water Cooled - Super Premium Efficiency - 50 Hz - IE4 - 415V

Output
Frame

Full Load 
Torque 
(Nm)

Locked
 Rotor 

Current 
Il/In

Locked 
Rotor 

Torque 
Tl/Tn

Break-
-down 
Torque 
Tb/Tn

Inertia J 
(kgm²)

Allowable 
locked rotor 

time (s)
Weight 

(kg)
Sound 
dB(A)

400V
Rated 
speed 
(rpm)

% of full load Full load 
current 
In (A)

Efficiency Power Factor
kW HP Hot Cold 50 75 100 50 75 100

II Poles
30 40 200M/L 96,5 8,4 3,2 3,2 0,2384 40 88 403 66 2970 93,0 94,0 94,5 0,75 0,83 0,86 53,3
37 50 200M/L 119 8,5 3,1 3,2 0,2622 32 70 418 66 2970 93,5 94,4 94,8 0,74 0,82 0,86 65,5
45 60 200M/L 145 8,4 3 3,1 0,2876 20 44 433 66 2970 93,8 94,6 95,0 0,75 0,83 0,86 79,5
55 75 250S/M 177 8,1 2,8 2,8 0,5900 33 73 694 69 2965 94,4 95,0 95,3 0,82 0,87 0,89 93,6
75 100 250S/M 242 8,2 2,8 2,8 0,7557 30 66 770 69 2965 94,9 95,2 95,6 0,83 0,88 0,90 126
90 125 250S/M 290 8,8 2,8 2,9 0,6717 17 37 732 69 2965 94,8 95,2 95,8 0,81 0,87 0,89 152

110 150 250S/M 354 8,9 3 2,9 0,8397 12 26 807 69 2965 95,0 95,4 96,0 0,82 0,88 0,89 186
132 175 315L/J 423 7,3 2,2 2,6 2,46 70 154 1519 73 2979 95,0 95,8 96,2 0,83 0,88 0,89 223
160 220 315L/J 513 7,6 2,2 2,7 2,46 46 101 1515 73 2980 95,2 96,0 96,3 0,82 0,87 0,89 269
200 270 315L/J 641 8,2 2,3 2,9 2,46 33 73 1518 73 2980 95,3 96,0 96,5 0,79 0,86 0,88 340
250 340 315L/J 802 7,6 2,2 2,5 3,29 30 66 1675 73 2978 95,9 96,3 96,5 0,85 0,89 0,90 415
300 400 315L/J 961 9,6 2,7 3,2 3,42 17 37 1703 73 2982 95,7 96,3 96,5 0,80 0,87 0,89 504
330 450 315L/J 1059 8,1 2,3 2,6 3,80 22 48 1782 73 2978 96,1 96,5 96,5 0,85 0,89 0,90 548
370 500 315L/J 1185 10,3 2,9 3,5 4,32 16 35 1879 73 2983 96,0 96,5 96,5 0,80 0,87 0,89 622
400 550 315L/J 1282 10,4 2,8 3,2 4,32 12 26 1879 73 2981 96,1 96,5 96,5 0,82 0,88 0,90 665

IV Poles
30 40 200M/L 193 7,9 2,7 3,0 0,4112 28 62 411 66 1483 93,9 94,7 94,9 0,64 0,76 0,81 56,3
37 50 200M/L 238 8,1 2,8 3 0,4917 25 55 440 66 1483 94,2 94,9 95,2 0,66 0,77 0,82 68,4
45 60 250S/M 290 8,2 2,6 3 1,21 30 66 693 69 1485 95,2 95,4 95,4 0,72 0,81 0,85 80,1
55 75 250S/M 354 8,5 2,9 3 1,48 30 66 751 69 1485 95,4 95,7 95,7 0,73 0,82 0,86 96,5
75 100 250S/M 483 8,5 2,8 3 1,58 24 53 775 69 1484 95,6 95,8 96,0 0,73 0,82 0,86 131
90 125 315L/J 577 7,4 2,4 2,4 3,67 76 167 1499 73 1491 96,1 96,1 96,1 0,79 0,86 0,88 154

110 150 315L/J 705 7,5 2,6 2,5 3,67 56 123 1498 73 1491 96,1 96,3 96,3 0,78 0,85 0,87 190
132 175 315L/J 846 7,2 2,4 2,4 3,67 46 101 1498 73 1490 96,2 96,4 96,4 0,79 0,85 0,87 227
160 220 315L/J 1025 7,7 2,7 2,6 3,78 35 77 1514 73 1491 95,9 96,4 96,6 0,75 0,83 0,86 278
200 270 315L/J 1283 7,8 2,7 2,6 4,44 28 62 1600 73 1490 96,2 96,6 96,7 0,75 0,83 0,86 347
250 340 315L/J 1603 7,9 2,8 2,5 5,66 20 44 1757 73 1490 96,4 96,7 96,7 0,77 0,85 0,87 429
300 400 315L/J 1921 10,0 3,4 3,1 6,60 17 37 1871 73 1492 95,7 96,3 96,7 0,74 0,83 0,86 521
330 450 315L/J 2116 9,0 3,1 2,9 6,63 16 35 1885 73 1490 96,2 96,6 96,7 0,71 0,81 0,85 579
355 480 315L/J 2278 8,2 3 2,7 6,63 15 33 1885 73 1489 96,3 96,6 96,7 0,73 0,82 0,85 623
370 500 315L/J 2374 8,1 2,8 2,5 6,63 14 31 1885 73 1489 96,3 96,6 96,7 0,74 0,83 0,86 642

VI Poles
22 30 200M/L 213 7,7 2,6 3,3 0,5946 32 70 422 66 987 91,7 93,1 93,7 0,55 0,68 0,75 45,2
30 40 250S/M 290 8,0 2,4 2,6 1,61 50 110 676 69 988 94,2 94,2 94,2 0,73 0,82 0,85 54,1
37 50 250S/M 358 8,2 2,5 2,7 1,61 36 79 676 69 988 94,3 94,5 94,5 0,73 0,81 0,85 66,5
45 60 250S/M 436 7,8 2,6 3 1,74 31 68 697 69 987 94,5 94,8 94,8 0,66 0,77 0,82 83,6
55 75 250S/M 532 8,1 2,6 3 2,06 28 62 751 69 988 94,8 95,1 95,1 0,67 0,78 0,83 101
75 100 315L/J 722 6,2 1,8 2,2 5,99 70 154 1483 73 992 95,4 95,4 95,4 0,72 0,80 0,83 137
90 125 315L/J 866 7,3 2,2 2,7 5,99 46 101 1483 73 993 95,2 95,6 95,6 0,67 0,77 0,81 168

110 150 315L/J 1060 7,3 2,2 2,7 5,98 35 77 1484 73 992 95,1 95,6 95,8 0,64 0,75 0,80 207
132 175 315L/J 1270 7,5 2,3 2,7 7,26 36 79 1586 73 993 95,4 95,8 96,0 0,67 0,77 0,81 245
160 220 315L/J 1541 7,5 2,3 2,7 8,68 32 70 1700 73 992 95,6 96,0 96,2 0,66 0,76 0,81 296
200 270 315L/J 1926 7,6 2,4 2,7 11,0 28 62 1885 73 992 95,8 96,1 96,3 0,66 0,77 0,81 370

W22 Water Cooled - Super Premium Efficiency - 50 Hz - IE4 - 400V

Output
Frame

Full Load 
Torque 
(Nm)

Locked
 Rotor 

Current 
Il/In

Locked 
Rotor 

Torque 
Tl/Tn

Break-
-down 
Torque 
Tb/Tn

Inertia J 
(kgm²)

Allowable 
locked rotor 

time (s)
Weight 

(kg)
Sound 
dB(A)

415 V
Rated 
speed 
(rpm)

% of full load Full load 
current 
In (A)

Efficiency Power Factor
kW HP Hot Cold 50 75 100 50 75 100

II Poles
30 40 200M/L 96,5 8,4 3,2 3,2 0,2384 40 88 403 66 2970 93,0 94,0 94,5 0,75 0,83 0,86 51,4
37 50 200M/L 119 8,5 3,1 3,2 0,2622 32 70 418 66 2970 93,5 94,4 94,8 0,74 0,82 0,86 63,1
45 60 200M/L 145 8,4 3 3,1 0,2876 20 44 433 66 2970 93,8 94,6 95,0 0,75 0,83 0,86 76,6
55 75 250S/M 177 8,1 2,8 2,8 0,5900 33 73 694 69 2965 94,4 95,0 95,3 0,82 0,87 0,89 90,2
75 100 250S/M 242 8,2 2,8 2,8 0,7557 30 66 770 69 2965 94,9 95,2 95,6 0,83 0,88 0,90 121
90 125 250S/M 290 8,8 2,8 2,9 0,6717 17 37 732 69 2965 94,8 95,2 95,8 0,81 0,87 0,89 147

110 150 250S/M 354 8,9 3,0 2,9 0,8397 12 26 807 69 2965 95,0 95,4 96,0 0,82 0,88 0,89 179
132 175 315L/J 423 7,3 2,2 2,6 2,46 70 154 1519 73 2979 95,0 95,8 96,2 0,83 0,88 0,89 215
160 220 315L/J 513 7,6 2,2 2,7 2,46 46 101 1515 73 2980 95,2 96,0 96,3 0,82 0,87 0,89 259
200 270 315L/J 641 8,2 2,3 2,9 2,46 33 73 1518 73 2980 95,3 96,0 96,5 0,79 0,86 0,88 328
250 340 315L/J 802 7,6 2,2 2,5 3,29 30 66 1675 73 2978 95,9 96,3 96,5 0,85 0,89 0,90 400
300 400 315L/J 961 9,6 2,7 3,2 3,42 17 37 1703 73 2982 95,7 96,3 96,5 0,80 0,87 0,89 486
330 450 315L/J 1059 8,1 2,3 2,6 3,80 22 48 1782 73 2978 96,1 96,5 96,5 0,85 0,89 0,90 528
370 500 315L/J 1185 10,3 2,9 3,5 4,32 16 35 1879 73 2983 96,0 96,5 96,5 0,80 0,87 0,89 600
400 550 315L/J 1282 10,4 2,8 3,2 4,32 12 26 1879 73 2981 96,1 96,5 96,5 0,82 0,88 0,90 641

IV Poles
30 40 200M/L 193 7,9 2,7 3,0 0,4112 28 62 411 66 1483 93,9 94,7 94,9 0,64 0,76 0,81 54,3
37 50 200M/L 238 8,1 2,8 3 0,4917 25 55 440 66 1483 94,2 94,9 95,2 0,66 0,77 0,82 65,9
45 60 250S/M 290 8,2 2,6 3 1,21 30 66 693 69 1485 95,2 95,4 95,4 0,72 0,81 0,85 77,2
55 75 250S/M 354 8,5 2,9 3 1,48 30 66 751 69 1485 95,4 95,7 95,7 0,73 0,82 0,86 93,0
75 100 250S/M 483 8,5 2,8 3 1,58 24 53 775 69 1484 95,6 95,8 96,0 0,73 0,82 0,86 126
90 125 315L/J 577 7,4 2,4 2,4 3,67 76 167 1499 73 1491 96,1 96,1 96,1 0,79 0,86 0,88 148

110 150 315L/J 705 7,5 2,6 2,5 3,67 56 123 1498 73 1491 96,1 96,3 96,3 0,78 0,85 0,87 183
132 175 315L/J 846 7,2 2,4 2,4 3,67 46 101 1498 73 1490 96,2 96,4 96,4 0,79 0,85 0,87 219
160 220 315L/J 1025 7,7 2,7 2,6 3,78 35 77 1514 73 1491 95,9 96,4 96,6 0,75 0,83 0,86 268
200 270 315L/J 1283 7,8 2,7 2,6 4,44 28 62 1600 73 1490 96,2 96,6 96,7 0,75 0,83 0,86 334
250 340 315L/J 1603 7,9 2,8 2,5 5,66 20 44 1757 73 1490 96,4 96,7 96,7 0,77 0,85 0,87 413
300 400 315L/J 1921 10,0 3,4 3,1 6,60 17 37 1871 73 1492 95,7 96,3 96,7 0,74 0,83 0,86 502
330 450 315L/J 2116 9,0 3,1 2,9 6,63 16 35 1885 73 1490 96,2 96,6 96,7 0,71 0,81 0,85 558
355 480 315L/J 2278 8,2 3 2,7 6,63 15 33 1885 73 1489 96,3 96,6 96,7 0,73 0,82 0,85 600
370 500 315L/J 2374 8,1 2,8 2,5 6,63 14 31 1885 73 1489 96,3 96,6 96,7 0,74 0,83 0,86 619

VI Poles
22 30 200M/L 213 7,7 2,6 3,3 0,5946 32 70 422 66 987 91,7 93,1 93,7 0,55 0,68 0,75 43,6
30 40 250S/M 290 8,0 2,4 2,6 1,61 50 110 676 69 988 94,2 94,2 94,2 0,73 0,82 0,85 52,1
37 50 250S/M 358 8,2 2,5 2,7 1,61 36 79 676 69 988 94,3 94,5 94,5 0,73 0,81 0,85 64,1
45 60 250S/M 436 7,8 2,6 3 1,74 31 68 697 69 987 94,5 94,8 94,8 0,66 0,77 0,82 80,6
55 75 250S/M 532 8,1 2,6 3 2,06 28 62 751 69 988 94,8 95,1 95,1 0,67 0,78 0,83 97,3
75 100 315L/J 722 6,2 1,8 2,2 5,99 70 154 1483 73 992 95,4 95,4 95,4 0,72 0,80 0,83 132
90 125 315L/J 866 7,3 2,2 2,7 5,99 46 101 1483 73 993 95,2 95,6 95,6 0,67 0,77 0,81 162

110 150 315L/J 1060 7,3 2,2 2,7 5,98 35 77 1484 73 992 95,1 95,6 95,8 0,64 0,75 0,80 200
132 175 315L/J 1270 7,5 2,3 2,7 7,26 36 79 1586 73 993 95,4 95,8 96,0 0,67 0,77 0,81 236
160 220 315L/J 1541 7,5 2,3 2,7 8,68 32 70 1700 73 992 95,6 96,0 96,2 0,66 0,76 0,81 285
200 270 315L/J 1926 7,6 2,4 2,7 11,0 28 62 1885 73 992 95,8 96,1 96,3 0,66 0,77 0,81 357



www.bnpelektromotoren.nl

W22 Water Cooled4 W22 Water Cooled 5

W22 Water Cooled - Super Premium Efficiency - 50 Hz - IE4 - 380V

W22 Water Cooled - Super Premium Efficiency - 60 Hz - IE4 - 460V

Output
Frame

Full Load 
Torque 
(Nm)

Locked
 Rotor 

Current 
Il/In

Locked 
Rotor 

Torque 
Tl/Tn

Break-
-down 
Torque 
Tb/Tn

Inertia J 
(kgm²)

Allowable 
locked rotor 

time (s)
Weight 

(kg)
Sound 
dB(A)

380 V

Rated 
speed 
(rpm)

% of full load Full load 
current 
In (A)

Efficiency Power Factor
kW HP Hot Cold 50 75 100 50 75 100

II Poles
30 40 200M/L 96,5 8,4 3,2 3,2 0,2384 40 88 403 66 2970 93,0 94,0 94,5 0,75 0,83 0,86 56,1
37 50 200M/L 119 8,5 3,1 3,2 0,2622 32 70 418 66 2970 93,5 94,4 94,8 0,74 0,82 0,86 68,9
45 60 200M/L 145 8,4 3 3,1 0,2876 20 44 433 66 2970 93,8 94,6 95,0 0,75 0,83 0,86 83,7
55 75 250S/M 177 8,1 2,8 2,8 0,5900 33 73 694 69 2965 94,4 95,0 95,3 0,82 0,87 0,89 98,5
75 100 250S/M 242 8,2 2,8 2,8 0,7557 30 66 770 69 2965 94,9 95,2 95,6 0,83 0,88 0,90 133
90 125 250S/M 290 8,8 2,8 2,9 0,6717 17 37 732 69 2965 94,8 95,2 95,8 0,81 0,87 0,89 160
110 150 250S/M 354 8,9 3 2,9 0,8397 12 26 807 69 2965 95,0 95,4 96,0 0,82 0,88 0,89 196
132 175 315L/J 423 7,3 2,2 2,6 2,46 70 154 1519 73 2979 95,0 95,8 96,2 0,83 0,88 0,89 235
160 220 315L/J 513 7,6 2,2 2,7 2,46 46 101 1515 73 2980 95,2 96,0 96,3 0,82 0,87 0,89 283
200 270 315L/J 641 8,2 2,3 2,9 2,46 33 73 1518 73 2980 95,3 96,0 96,5 0,79 0,86 0,88 358
250 340 315L/J 802 7,6 2,2 2,5 3,29 30 66 1675 73 2978 95,9 96,3 96,5 0,85 0,89 0,90 437
300 400 315L/J 961 9,6 2,7 3,2 3,42 17 37 1703 73 2982 95,7 96,3 96,5 0,80 0,87 0,89 531
330 450 315L/J 1059 8,1 2,3 2,6 3,80 22 48 1782 73 2978 96,1 96,5 96,5 0,85 0,89 0,90 577
370 500 315L/J 1185 10,3 2,9 3,5 4,32 16 35 1879 73 2983 96,0 96,5 96,5 0,80 0,87 0,89 655
400 550 315L/J 1282 10,4 2,8 3,2 4,32 12 26 1879 73 2981 96,1 96,5 96,5 0,82 0,88 0,90 700

IV Poles
30 40 200M/L 193 7,9 2,7 3,0 0,4112 28 62 411 66 1483 93,9 94,7 94,9 0,64 0,76 0,81 59,3
37 50 200M/L 238 8,1 2,8 3 0,4917 25 55 440 66 1483 94,2 94,9 95,2 0,66 0,77 0,82 72,0
45 60 250S/M 290 8,2 2,6 3 1,21 30 66 693 69 1485 95,2 95,4 95,4 0,72 0,81 0,85 84,3
55 75 250S/M 354 8,5 2,9 3 1,48 30 66 751 69 1485 95,4 95,7 95,7 0,73 0,82 0,86 102
75 100 250S/M 483 8,5 2,8 3 1,58 24 53 775 69 1484 95,6 95,8 96,0 0,73 0,82 0,86 138
90 125 315L/J 577 7,4 2,4 2,4 3,67 76 167 1499 73 1491 96,1 96,1 96,1 0,79 0,86 0,88 162
110 150 315L/J 705 7,5 2,6 2,5 3,67 56 123 1498 73 1491 96,1 96,3 96,3 0,78 0,85 0,87 200
132 175 315L/J 846 7,2 2,4 2,4 3,67 46 101 1498 73 1490 96,2 96,4 96,4 0,79 0,85 0,87 239
160 220 315L/J 1025 7,7 2,7 2,6 3,78 35 77 1514 73 1491 95,9 96,4 96,6 0,75 0,83 0,86 293
200 270 315L/J 1283 7,8 2,7 2,6 4,44 28 62 1600 73 1490 96,2 96,6 96,7 0,75 0,83 0,86 365
250 340 315L/J 1603 7,9 2,8 2,5 5,66 20 44 1757 73 1490 96,4 96,7 96,7 0,77 0,85 0,87 451
300 400 315L/J 1921 10,0 3,4 3,1 6,60 17 37 1871 73 1492 95,7 96,3 96,7 0,74 0,83 0,86 548
330 450 315L/J 2116 9,0 3,1 2,9 6,63 16 35 1885 73 1490 96,2 96,6 96,7 0,71 0,81 0,85 609
355 480 315L/J 2278 8,2 3 2,7 6,63 15 33 1885 73 1489 96,3 96,6 96,7 0,73 0,82 0,85 656
370 500 315L/J 2374 8,1 2,8 2,5 6,63 14 31 1885 73 1489 96,3 96,6 96,7 0,74 0,83 0,86 676

VI Poles 
22 30 200M/L 213 7,7 2,6 3,3 0,5946 32 70 422 66 987 91,7 93,1 93,7 0,55 0,68 0,75 56,9
30 40 250S/M 290 8,0 2,4 2,6 1,61 50 110 676 69 988 94,2 94,2 94,2 0,73 0,82 0,85 68,1
37 50 250S/M 358 8,2 2,5 2,7 1,61 36 79 676 69 988 94,3 94,5 94,5 0,73 0,81 0,85 83,6
45 60 250S/M 436 7,8 2,6 3 1,74 31 68 697 69 987 94,5 94,8 94,8 0,66 0,77 0,82 105
55 75 250S/M 532 8,1 2,6 3 2,06 28 62 751 69 988 94,8 95,1 95,1 0,67 0,78 0,83 127
75 100 315L/J 722 6,2 1,8 2,2 5,99 70 154 1483 73 992 95,4 95,4 95,4 0,72 0,80 0,83 172
90 125 315L/J 866 7,3 2,2 2,7 5,99 46 101 1483 73 993 95,2 95,6 95,6 0,67 0,77 0,81 211
110 150 315L/J 1060 7,3 2,2 2,7 5,98 35 77 1484 73 992 95,1 95,6 95,8 0,64 0,75 0,80 260
132 175 315L/J 1270 7,5 2,3 2,7 7,26 36 79 1586 73 993 95,4 95,8 96,0 0,67 0,77 0,81 308
160 220 315L/J 1541 7,5 2,3 2,7 8,68 32 70 1700 73 992 95,6 96,0 96,2 0,66 0,76 0,81 372
200 270 315L/J 1926 7,6 2,4 2,7 11,0 28 62 1885 73 992 95,8 96,1 96,3 0,66 0,77 0,81 465

Output
Frame

Full Load 
Torque 
(Nm)

Locked
 Rotor 

Current 
Il/In

Locked 
Rotor 

Torque 
Tl/Tn

Break-
-down 
Torque 
Tb/Tn

Inertia J 
(kgm²)

Allowable 
locked rotor 

time (s)
Weight 

(kg)
Sound 
dB(A)

460 (60Hz)

Rated 
speed 
(rpm)

% of full load Full load 
current 
In (A)

Efficiency Power Factor
kW HP Hot Cold 50 75 100 50 75 100

II Poles
30 40 200M/L 96,5 8,4 3,2 3,2 0,24 40 88 403 66,0 3575 93,3 93,6 93,6 0,72 0,81 0,85 47,3
37 50 200M/L 119 8,5 3,1 3,2 0,26 32 70 418 66,0 3575 93,8 94,1 94,1 0,71 0,80 0,84 58,8
45 60 200M/L 145 8,4 3,0 3,1 0,29 20 44 433 66,0 3575 94,2 94,5 94,5 0,72 0,81 0,85 70,3
55 75 250S/M 177 8,1 2,8 2,8 0,59 33 73 694 69,0 3570 94,5 94,5 94,5 0,80 0,86 0,89 82,1
75 100 250S/M 242 8,2 2,8 2,8 0,76 30 66 770 69,0 3570 94,9 95,0 95,0 0,81 0,87 0,89 111

132 175 315L/J 423 7,3 2,2 2,6 2,46 70 154 1519 73,0 3582 95,5 95,8 95,8 0,81 0,87 0,89 194
160 220 315L/J 513 7,6 2,2 2,7 2,46 46 101 1515 73,0 3582 95,7 95,8 95,8 0,79 0,86 0,88 238
200 270 315L/J 641 8,2 2,3 2,9 2,46 33 73 1518 73,0 3583 95,8 96,2 96,2 0,77 0,84 0,87 300
250 340 315L/J 802 7,6 2,2 2,5 3,29 30 66 1675 73,0 3581 96,2 96,2 96,2 0,84 0,89 0,90 362
300 400 315L/J 961 9,6 2,7 3,2 3,42 17 37 1703 73,0 3584 96,2 96,2 96,2 0,78 0,85 0,88 445
330 450 315L/J 1059 8,1 2,3 2,6 3,80 22 48 1782 73,0 3581 96,2 96,2 96,2 0,83 0,89 0,90 478
370 500 315L/J 1185 10,3 2,9 3,5 4,32 16 35 1879 73,0 3586 96,2 96,2 96,2 0,78 0,86 0,89 542
400 550 315L/J 1282 10,4 2,8 3,2 4,32 12 26 1879 73,0 3584 96,2 96,2 96,2 0,80 0,87 0,89 586

IV Poles
30 40 200M/L 193 7,9 2,7 3,0 0,41 28 62 411 66,0 1785 94,0 95,0 95,0 0,61 0,73 0,80 49,5
37 50 200M/L 238 8,1 2,8 3,0 0,49 25 55 440 66,0 1785 94,3 95,2 95,4 0,63 0,75 0,81 60,1
45 60 250S/M 290 8,2 2,6 3,0 1,21 30 66 693 69,0 1787 95,1 95,4 95,4 0,69 0,79 0,84 70,5
55 75 250S/M 354 8,5 2,9 3,0 1,48 30 66 751 69,0 1787 95,3 95,8 95,8 0,70 0,80 0,85 84,8
90 125 315L/J 577 7,4 2,4 2,4 3,67 76 167 1499 73,0 1792 96,2 96,2 96,2 0,77 0,85 0,87 135

110 150 315L/J 705 7,5 2,6 2,5 3,67 56 123 1498 73,0 1792 96,2 96,2 96,2 0,76 0,84 0,87 165
132 175 315L/J 846 7,2 2,4 2,4 3,67 46 101 1498 73,0 1791 96,4 96,5 96,5 0,77 0,84 0,87 197
160 220 315L/J 1025 7,7 2,7 2,6 3,78 35 77 1514 73,0 1792 96,2 96,5 96,5 0,74 0,82 0,86 242
200 270 315L/J 1283 7,8 2,7 2,6 4,44 28 62 1600 73,0 1792 96,3 96,5 96,5 0,74 0,82 0,86 302
250 340 315L/J 1603 7,9 2,8 2,5 5,66 20 44 1757 73,0 1791 96,7 96,8 96,8 0,76 0,84 0,87 373
300 400 315L/J 1921 10,0 3,4 3,1 6,60 17 37 1871 73,0 1793 95,9 96,5 96,8 0,73 0,82 0,86 452
330 450 315L/J 2116 9,0 3,1 2,9 6,63 16 35 1885 73,0 1792 96,4 96,8 96,8 0,70 0,80 0,84 509
355 480 315L/J 2278 8,2 3,0 2,7 6,63 15 33 1885 73,0 1791 96,6 96,8 96,8 0,72 0,81 0,85 542
370 500 315L/J 2374 8,1 2,8 2,5 6,63 14 31 1885 73,0 1790 96,6 96,8 96,8 0,73 0,82 0,85 564

VI Poles
22 30 200M/L 213 7,7 2,6 3,3 0,59 32 70 422 66,0 1189 91,6 93,3 94,1 0,52 0,65 0,73 40,2
30 40 250S/M 290 8,0 2,4 2,6 1,61 50 110 676 69,0 1189 93,9 94,7 95,0 0,71 0,80 0,84 47,2
37 50 250S/M 358 8,2 2,5 2,7 1,61 36 79 676 69,0 1189 94,0 94,7 95,0 0,71 0,80 0,84 58,2
45 60 250S/M 436 7,8 2,6 3,0 1,74 31 68 697 69,0 1189 94,3 95,0 95,4 0,64 0,76 0,81 73,1
55 75 250S/M 532 8,1 2,6 3,0 2,06 28 62 751 69,0 1190 94,5 95,2 95,4 0,65 0,76 0,81 89,3
75 100 315L/J 722 6,2 1,8 2,2 5,99 70 154 1483 73,0 1193 95,8 95,8 95,8 0,70 0,79 0,83 118
90 125 315L/J 866 7,3 2,2 2,7 5,99 46 101 1483 73,0 1194 95,5 95,8 95,8 0,64 0,75 0,80 147

110 150 315L/J 1060 7,3 2,2 2,7 5,98 35 77 1484 73,0 1193 95,5 96,1 96,2 0,62 0,74 0,79 182
132 175 315L/J 1270 7,5 2,3 2,7 7,26 36 79 1586 73,0 1193 95,7 96,2 96,2 0,65 0,76 0,81 213
160 220 315L/J 1541 7,5 2,3 2,7 8,68 32 70 1700 73,0 1193 96,0 96,2 96,2 0,63 0,75 0,80 261
200 270 315L/J 1926 7,6 2,4 2,7 11,00 28 62 1885 73,0 1193 96,2 96,2 96,2 0,64 0,75 0,80 326
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W22 Water Cooled6 W22 Water Cooled 7

W22 Water Cooled - Premium Efficiency - 50 Hz - IE3 - 415V

Output
Frame

Full Load 
Torque 
(Nm)

Locked
 Rotor 

Current 
Il/In

Locked 
Rotor 

Torque 
Tl/Tn

Break-
-down 
Torque 
Tb/Tn

Inertia J 
(kgm²)

Allowable 
locked rotor 

time (s)
Weight 

(kg)
Sound 
dB(A)

415 V

Rated 
speed 
(rpm)

% of full load Full load 
current 
In (A)

Efficiency Power Factor
kW HP Hot Cold 50 75 100 50 75 100

II Poles
30 40 200M/L 96,5 7,8 3,0 3,0 0,2128 33 73 387 66 2970 91,9 93,1 93,3 0,78 0,85 0,87 51,4
37 50 200M/L 119 7,1 2,6 2,7 0,2115 26 57 387 66 2965 93,2 93,7 93,7 0,75 0,83 0,86 63,9
45 60 200M/L 145 7,7 2,7 2,9 0,2199 18 40 393 66 2965 93,2 93,9 94,0 0,71 0,80 0,84 79,3
55 75 200M/L 177 8,0 2,8 2,8 0,2810 17 37 428 66 2965 93,9 94,3 94,3 0,77 0,84 0,87 93,3
75 100 250S/M 243 6,9 2,4 2,4 0,5878 25 55 695 69 2955 94,6 94,7 94,7 0,84 0,88 0,89 123
90 125 250S/M 291 7,5 2,5 2,6 0,6382 18 40 717 69 2960 94,8 95,0 95,0 0,83 0,88 0,89 148
110 150 250S/M 355 7,6 2,5 2,5 0,8397 19 42 807 69 2960 95,1 95,2 95,2 0,85 0,89 0,90 178
132 175 250S/M 427 8,2 2,6 2,6 0,8397 12 26 807 69 2955 95,0 95,2 95,4 0,84 0,89 0,90 214
160 220 250S/M 516 10,1 3,4 3,5 0,8397 7 15 807 69 2965 94,9 95,2 95,6 0,78 0,86 0,88 265
200 270 315L/J 643 6,2 1,7 2,1 2,46 37 81 1515 73 2970 95,5 95,8 95,8 0,85 0,89 0,90 323
250 340 315L/J 802 7,6 2,2 2,5 3,29 30 66 1675 73 2978 95,8 95,8 95,8 0,85 0,89 0,90 404
300 400 315L/J 961 8,2 2,3 3,1 3,14 16 35 1646 73 2982 95,5 95,8 95,8 0,76 0,84 0,87 501
330 450 315L/J 1058 8,2 2,4 2,6 3,74 12 26 1764 73 2979 95,8 95,8 95,8 0,83 0,89 0,90 532
355 480 315L/J 1136 10,2 2,8 3,5 3,82 12 26 1779 73 2985 95,8 95,8 95,8 0,79 0,86 0,89 579
370 500 315L/J 1185 10,5 2,9 3,3 4,41 12 26 1879 73 2984 95,8 95,8 95,8 0,82 0,88 0,90 597
400 550 315L/J 1282 9,9 2,8 3 4,41 13 29 1879 73 2981 95,8 95,8 95,8 0,86 0,90 0,91 638
450 610 315L/J 1444 8,9 2,4 2,8 4,32 12 26 1883 73 2978 95,8 95,8 95,8 0,84 0,89 0,90 726

IV Poles
30 40 200M/L 194 7,2 2,4 2,9 0,3316 20 44 381 66 1481 92,7 93,6 93,6 0,66 0,77 0,82 54,4
37 50 200M/L 239 7,3 2,4 2,9 0,3322 15 33 381 66 1479 93,3 93,9 93,9 0,64 0,75 0,81 67,7
45 60 200M/L 291 6,9 2,4 2,7 0,4917 20 44 438 66 1476 94,2 94,2 94,2 0,71 0,80 0,84 79,1
55 75 200M/L 0,0 0 0 0,4907 0 0 439 66 0 0,000 0,000 85,0 0,00 0,00 0,90 100
75 100 250S/M 484 7,5 2,4 2,7 1,21 18 40 694 69 1482 95,0 95,0 95,0 0,74 0,83 0,86 128
90 125 250S/M 581 7,6 2,5 2,7 1,55 18 40 767 69 1481 95,2 95,2 95,2 0,76 0,84 0,87 151
110 150 250S/M 708 8,6 3 3,2 1,71 13 29 802 69 1484 95,4 95,4 95,4 0,72 0,81 0,85 189
132 175 250S/M 851 8,9 3 3,2 1,71 9 20 804 69 1482 95,2 95,5 95,6 0,70 0,80 0,85 226
160 220 315L/J 1027 6,9 2,3 2,3 3,67 38 84 1500 73 1489 95,8 95,8 95,8 0,79 0,85 0,87 267
200 270 315L/J 1285 6,3 2,2 2,1 3,66 28 62 1501 73 1487 96,0 96,0 96,0 0,78 0,85 0,86 337
250 340 315L/J 1604 7,3 2,5 2,4 4,77 23 51 1645 73 1489 96,0 96,0 96,0 0,77 0,84 0,87 416
300 400 315L/J 1928 6,9 2,4 2,2 5,42 21 46 1733 73 1487 96,0 96,0 96,0 0,78 0,85 0,87 499
330 450 315L/J 2115 8,8 3,5 3,3 5,64 16 35 1762 73 1491 95,6 96,0 96,0 0,63 0,75 0,80 598
355 480 315L/J 2277 8,5 2,9 2,7 6,52 12 26 1875 73 1490 95,5 96,0 96,0 0,71 0,80 0,84 612
370 500 315L/J 2374 8,1 2,9 2,6 6,52 14 31 1875 73 1489 96,0 96,0 96,0 0,73 0,82 0,85 630
400 550 315L/J 2570 7,5 2,5 2,3 6,66 13 29 1889 73 1487 96,0 96,0 96,0 0,78 0,85 0,87 666

VI Poles
22 30 200M/L 214 6,3 2,1 2,7 0,4372 24 53 377 66 981 91,4 92,2 92,2 0,60 0,73 0,79 42,0
30 40 200M/L 291 6,6 2,2 2,9 0,5616 23 51 413 66 985 91,9 92,8 92,9 0,62 0,73 0,79 56,9
37 50 250S/M 359 6,9 2,1 2,4 1,61 41 90 675 69 985 93,3 93,3 93,3 0,77 0,84 0,86 64,2
45 60 250S/M 436 7,8 2,5 2,6 1,62 28 62 675 69 986 93,7 93,7 93,7 0,76 0,83 0,86 77,7
55 75 250S/M 532 7,3 2,4 2,7 1,60 22 48 680 69 987 94,1 94,1 94,1 0,68 0,78 0,83 98,3
75 100 250S/M 727 7,2 2,4 2,7 2,15 22 48 766 69 986 94,6 94,6 94,6 0,70 0,80 0,84 131
90 125 315L/J 868 6,1 1,8 2,2 5,99 59 130 1484 73 991 94,9 94,9 94,9 0,73 0,81 0,83 159
110 150 315L/J 1060 6,6 2 2,4 5,98 40 88 1484 73 992 95,1 95,1 95,1 0,68 0,78 0,82 197
132 175 315L/J 1273 6,8 2 2,4 5,99 29 64 1485 73 991 95,1 95,4 95,4 0,68 0,77 0,81 238
160 220 315L/J 1543 6,7 2 2,4 6,51 26 57 1531 73 991 95,2 95,5 95,6 0,65 0,76 0,80 291
200 270 315L/J 1928 7,0 2,1 2,4 9,04 28 62 1732 73 991 95,7 95,8 95,8 0,68 0,78 0,82 354
250 340 315L/J 2413 7,0 2,1 2,4 10,1 21 46 1818 73 990 95,7 95,8 95,8 0,68 0,78 0,82 442

W22 Water Cooled - Premium Efficiency - 50 Hz - IE3 - 400V

Output
Frame

Full Load 
Torque 
(Nm)

Locked
 Rotor 

Current 
Il/In

Locked 
Rotor 

Torque 
Tl/Tn

Break-
-down 
Torque 
Tb/Tn

Inertia J 
(kgm²)

Allowable 
locked rotor 

time (s)
Weight 

(kg)
Sound 
dB(A)

400 V

Rated 
speed 
(rpm)

% of full load Full load 
current 
In (A)

Efficiency Power Factor
kW HP Hot Cold 50 75 100 50 75 100

II Poles
30 40 200M/L 96,5 7,8 3,0 3,0 0,2128 33 73 387 66 2970 91,9 93,1 93,3 0,78 0,85 0,87 53,3
37 50 200M/L 119 7,1 2,6 2,7 0,2115 26 57 387 66 2965 93,2 93,7 93,7 0,75 0,83 0,86 66,3
45 60 200M/L 145 7,7 2,7 2,9 0,2199 18 40 393 66 2965 93,2 93,9 94,0 0,71 0,80 0,84 82,3
55 75 200M/L 177 8,0 2,8 2,8 0,2810 17 37 428 66 2965 93,9 94,3 94,3 0,77 0,84 0,87 96,8
75 100 250S/M 243 6,9 2,4 2,4 0,5878 25 55 695 69 2955 94,6 94,7 94,7 0,84 0,88 0,89 128
90 125 250S/M 291 7,5 2,5 2,6 0,6382 18 40 717 69 2960 94,8 95,0 95,0 0,83 0,88 0,89 154
110 150 250S/M 355 7,6 2,5 2,5 0,8397 19 42 807 69 2960 95,1 95,2 95,2 0,85 0,89 0,90 185
132 175 250S/M 427 8,2 2,6 2,6 0,8397 12 26 807 69 2955 95,0 95,2 95,4 0,84 0,89 0,90 222
160 220 250S/M 516 10,1 3,4 3,5 0,8397 7 15 807 69 2965 94,9 95,2 95,6 0,78 0,86 0,88 275
200 270 315L/J 643 6,2 1,7 2,1 2,46 37 81 1515 73 2970 95,5 95,8 95,8 0,85 0,89 0,90 335
250 340 315L/J 802 7,6 2,2 2,5 3,29 30 66 1675 73 2978 95,8 95,8 95,8 0,85 0,89 0,90 419
300 400 315L/J 961 8,2 2,3 3,1 3,14 16 35 1646 73 2982 95,5 95,8 95,8 0,76 0,84 0,87 520
330 450 315L/J 1058 8,2 2,4 2,6 3,74 12 26 1764 73 2979 95,8 95,8 95,8 0,83 0,89 0,90 552
355 480 315L/J 1136 10,2 2,8 3,5 3,82 12 26 1779 73 2985 95,8 95,8 95,8 0,79 0,86 0,89 601
370 500 315L/J 1185 10,5 2,9 3,3 4,41 12 26 1879 73 2984 95,8 95,8 95,8 0,82 0,88 0,90 619
400 550 315L/J 1282 9,9 2,8 3 4,41 13 29 1879 73 2981 95,8 95,8 95,8 0,86 0,90 0,91 662
450 610 315L/J 1444 8,9 2,4 2,8 4,32 12 26 1883 73 2978 95,8 95,8 95,8 0,84 0,89 0,90 753

IV Poles
30 40 200M/L 194 7,2 2,4 2,9 0,3316 20 44 381 66 1481 92,7 93,6 93,6 0,66 0,77 0,82 56,4
37 50 200M/L 239 7,3 2,4 2,9 0,3322 15 33 381 66 1479 93,3 93,9 93,9 0,64 0,75 0,81 70,2
45 60 200M/L 291 6,9 2,4 2,7 0,4917 20 44 438 66 1476 94,2 94,2 94,2 0,71 0,80 0,84 82,1
55 75 200M/L 0,0 0 0 0,4907 0 0 439 66 0 0,000 0,000 85,0 0,00 0,00 0,90 104
75 100 250S/M 484 7,5 2,4 2,7 1,21 18 40 694 69 1482 95,0 95,0 95,0 0,74 0,83 0,86 133
90 125 250S/M 581 7,6 2,5 2,7 1,55 18 40 767 69 1481 95,2 95,2 95,2 0,76 0,84 0,87 157
110 150 250S/M 708 8,6 3 3,2 1,71 13 29 802 69 1484 95,4 95,4 95,4 0,72 0,81 0,85 196
132 175 250S/M 851 8,9 3 3,2 1,71 9 20 804 69 1482 95,2 95,5 95,6 0,70 0,80 0,85 234
160 220 315L/J 1027 6,9 2,3 2,3 3,67 38 84 1500 73 1489 95,8 95,8 95,8 0,79 0,85 0,87 277
200 270 315L/J 1285 6,3 2,2 2,1 3,66 28 62 1501 73 1487 96,0 96,0 96,0 0,78 0,85 0,86 350
250 340 315L/J 1604 7,3 2,5 2,4 4,77 23 51 1645 73 1489 96,0 96,0 96,0 0,77 0,84 0,87 432
300 400 315L/J 1928 6,9 2,4 2,2 5,42 21 46 1733 73 1487 96,0 96,0 96,0 0,78 0,85 0,87 518
330 450 315L/J 2115 8,8 3,5 3,3 5,64 16 35 1762 73 1491 95,6 96,0 96,0 0,63 0,75 0,80 620
355 480 315L/J 2277 8,5 2,9 2,7 6,52 12 26 1875 73 1490 95,5 96,0 96,0 0,71 0,80 0,84 635
370 500 315L/J 2374 8,1 2,9 2,6 6,52 14 31 1875 73 1489 96,0 96,0 96,0 0,73 0,82 0,85 654
400 550 315L/J 2570 7,5 2,5 2,3 6,66 13 29 1889 73 1487 96,0 96,0 96,0 0,78 0,85 0,87 691

VI Poles
22 30 200M/L 214 6,3 2,1 2,7 0,4372 24 53 377 66 981 91,4 92,2 92,2 0,60 0,73 0,79 43,6
30 40 200M/L 291 6,6 2,2 2,9 0,5616 23 51 413 66 985 91,9 92,8 92,9 0,62 0,73 0,79 59,0
37 50 250S/M 359 6,9 2,1 2,4 1,61 41 90 675 69 985 93,3 93,3 93,3 0,77 0,84 0,86 66,6
45 60 250S/M 436 7,8 2,5 2,6 1,62 28 62 675 69 986 93,7 93,7 93,7 0,76 0,83 0,86 80,6
55 75 250S/M 532 7,3 2,4 2,7 1,60 22 48 680 69 987 94,1 94,1 94,1 0,68 0,78 0,83 102
75 100 250S/M 727 7,2 2,4 2,7 2,15 22 48 766 69 986 94,6 94,6 94,6 0,70 0,80 0,84 136
90 125 315L/J 868 6,1 1,8 2,2 5,99 59 130 1484 73 991 94,9 94,9 94,9 0,73 0,81 0,83 165
110 150 315L/J 1060 6,6 2 2,4 5,98 40 88 1484 73 992 95,1 95,1 95,1 0,68 0,78 0,82 204
132 175 315L/J 1273 6,8 2 2,4 5,99 29 64 1485 73 991 95,1 95,4 95,4 0,68 0,77 0,81 247
160 220 315L/J 1543 6,7 2 2,4 6,51 26 57 1531 73 991 95,2 95,5 95,6 0,65 0,76 0,80 302
200 270 315L/J 1928 7,0 2,1 2,4 9,04 28 62 1732 73 991 95,7 95,8 95,8 0,68 0,78 0,82 367
250 340 315L/J 2413 7,0 2,1 2,4 10,1 21 46 1818 73 990 95,7 95,8 95,8 0,68 0,78 0,82 459
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W22 Water Cooled6 W22 Water Cooled 7

W22 Water Cooled - Premium Efficiency - 50 Hz - IE3 - 380V

Output
Frame

Full Load 
Torque 
(Nm)

Locked
 Rotor 

Current 
Il/In

Locked 
Rotor 

Torque 
Tl/Tn

Break-
-down 
Torque 
Tb/Tn

Inertia J 
(kgm²)

Allowable 
locked rotor 

time (s)
Weight 

(kg)
Sound 
dB(A)

380 V

Rated 
speed 
(rpm)

% of full load Full load 
current 
In (A)

Efficiency Power Factor
kW HP Hot Cold 50 75 100 50 75 100

II Poles
30 40 200M/L 96,5 7,8 3,0 3,0 0,2128 33 73 387 66 2970 91,9 93,1 93,3 0,78 0,85 0,87 56,1
37 50 200M/L 119 7,1 2,6 2,7 0,2115 26 57 387 66 2965 93,2 93,7 93,7 0,75 0,83 0,86 69,8
45 60 200M/L 145 7,7 2,7 2,9 0,2199 18 40 393 66 2965 93,2 93,9 94,0 0,71 0,80 0,84 86,6
55 75 200M/L 177 8,0 2,8 2,8 0,2810 17 37 428 66 2965 93,9 94,3 94,3 0,77 0,84 0,87 102
75 100 250S/M 243 6,9 2,4 2,4 0,5878 25 55 695 69 2955 94,6 94,7 94,7 0,84 0,88 0,89 135
90 125 250S/M 291 7,5 2,5 2,6 0,6382 18 40 717 69 2960 94,8 95,0 95,0 0,83 0,88 0,89 162
110 150 250S/M 355 7,6 2,5 2,5 0,8397 19 42 807 69 2960 95,1 95,2 95,2 0,85 0,89 0,90 195
132 175 250S/M 427 8,2 2,6 2,6 0,8397 12 26 807 69 2955 95,0 95,2 95,4 0,84 0,89 0,90 234
160 220 250S/M 516 10,1 3,4 3,5 0,8397 7 15 807 69 2965 94,9 95,2 95,6 0,78 0,86 0,88 289
200 270 315L/J 643 6,2 1,7 2,1 2,46 37 81 1515 73 2970 95,5 95,8 95,8 0,85 0,89 0,90 353
250 340 315L/J 802 7,6 2,2 2,5 3,29 30 66 1675 73 2978 95,8 95,8 95,8 0,85 0,89 0,90 441
300 400 315L/J 961 8,2 2,3 3,1 3,14 16 35 1646 73 2982 95,5 95,8 95,8 0,76 0,84 0,87 547
330 450 315L/J 1058 8,2 2,4 2,6 3,74 12 26 1764 73 2979 95,8 95,8 95,8 0,83 0,89 0,90 582
355 480 315L/J 1136 10,2 2,8 3,5 3,82 12 26 1779 73 2985 95,8 95,8 95,8 0,79 0,86 0,89 633
370 500 315L/J 1185 10,5 2,9 3,3 4,41 12 26 1879 73 2984 95,8 95,8 95,8 0,82 0,88 0,90 652
400 550 315L/J 1282 9,9 2,8 3 4,41 13 29 1879 73 2981 95,8 95,8 95,8 0,86 0,90 0,91 697
450 610 315L/J 1444 8,9 2,4 2,8 4,32 12 26 1883 73 2978 95,8 95,8 95,8 0,84 0,89 0,90 793

IV Poles
30 40 200M/L 194 7,2 2,4 2,9 0,3316 20 44 381 66 1481 92,7 93,6 93,6 0,66 0,77 0,82 59,4
37 50 200M/L 239 7,3 2,4 2,9 0,3322 15 33 381 66 1479 93,3 93,9 93,9 0,64 0,75 0,81 73,9
45 60 200M/L 291 6,9 2,4 2,7 0,4917 20 44 438 66 1476 94,2 94,2 94,2 0,71 0,80 0,84 86,4
55 75 200M/L 0,0 0 0 0,4907 0 0 439 66 0 0,000 0,000 85,0 0,00 0,00 0,90 109
75 100 250S/M 484 7,5 2,4 2,7 1,21 18 40 694 69 1482 95,0 95,0 95,0 0,74 0,83 0,86 140
90 125 250S/M 581 7,6 2,5 2,7 1,55 18 40 767 69 1481 95,2 95,2 95,2 0,76 0,84 0,87 165
110 150 250S/M 708 8,6 3 3,2 1,71 13 29 802 69 1484 95,4 95,4 95,4 0,72 0,81 0,85 206
132 175 250S/M 851 8,9 3 3,2 1,71 9 20 804 69 1482 95,2 95,5 95,6 0,70 0,80 0,85 246
160 220 315L/J 1027 6,9 2,3 2,3 3,67 38 84 1500 73 1489 95,8 95,8 95,8 0,79 0,85 0,87 292
200 270 315L/J 1285 6,3 2,2 2,1 3,66 28 62 1501 73 1487 96,0 96,0 96,0 0,78 0,85 0,86 368
250 340 315L/J 1604 7,3 2,5 2,4 4,77 23 51 1645 73 1489 96,0 96,0 96,0 0,77 0,84 0,87 455
300 400 315L/J 1928 6,9 2,4 2,2 5,42 21 46 1733 73 1487 96,0 96,0 96,0 0,78 0,85 0,87 545
330 450 315L/J 2115 8,8 3,5 3,3 5,64 16 35 1762 73 1491 95,6 96,0 96,0 0,63 0,75 0,80 653
355 480 315L/J 2277 8,5 2,9 2,7 6,52 12 26 1875 73 1490 95,5 96,0 96,0 0,71 0,80 0,84 669
370 500 315L/J 2374 8,1 2,9 2,6 6,52 14 31 1875 73 1489 96,0 96,0 96,0 0,73 0,82 0,85 688
400 550 315L/J 2570 7,5 2,5 2,3 6,66 13 29 1889 73 1487 96,0 96,0 96,0 0,78 0,85 0,87 727

VI Poles
22 30 200M/L 214 6,3 2,1 2,7 0,4372 24 53 377 66 981 91,4 92,2 92,2 0,60 0,73 0,79 45,9
30 40 200M/L 291 6,6 2,2 2,9 0,5616 23 51 413 66 985 91,9 92,8 92,9 0,62 0,73 0,79 62,1
37 50 250S/M 359 6,9 2,1 2,4 1,61 41 90 675 69 985 93,3 93,3 93,3 0,77 0,84 0,86 70,1
45 60 250S/M 436 7,8 2,5 2,6 1,62 28 62 675 69 986 93,7 93,7 93,7 0,76 0,83 0,86 84,8
55 75 250S/M 532 7,3 2,4 2,7 1,60 22 48 680 69 987 94,1 94,1 94,1 0,68 0,78 0,83 107
75 100 250S/M 727 7,2 2,4 2,7 2,15 22 48 766 69 986 94,6 94,6 94,6 0,70 0,80 0,84 143
90 125 315L/J 868 6,1 1,8 2,2 5,99 59 130 1484 73 991 94,9 94,9 94,9 0,73 0,81 0,83 174
110 150 315L/J 1060 6,6 2 2,4 5,98 40 88 1484 73 992 95,1 95,1 95,1 0,68 0,78 0,82 215
132 175 315L/J 1273 6,8 2 2,4 5,99 29 64 1485 73 991 95,1 95,4 95,4 0,68 0,77 0,81 260
160 220 315L/J 1543 6,7 2 2,4 6,51 26 57 1531 73 991 95,2 95,5 95,6 0,65 0,76 0,80 318
200 270 315L/J 1928 7,0 2,1 2,4 9,04 28 62 1732 73 991 95,7 95,8 95,8 0,68 0,78 0,82 386
250 340 315L/J 2413 7,0 2,1 2,4 10,1 21 46 1818 73 990 95,7 95,8 95,8 0,68 0,78 0,82 483

W22 Water Cooled - Premium Efficiency - 60 Hz - IE3 - 460V

Output
Frame

Full Load 
Torque 
(Nm)

Locked
 Rotor 

Current 
Il/In

Locked 
Rotor 

Torque 
Tl/Tn

Break-
-down 
Torque 
Tb/Tn

Inertia J 
(kgm²)

Allowable 
locked rotor 

time (s)
Weight 

(kg)
Sound 
dB(A)

460 V

Rated 
speed 
(rpm)

% of full load Full load 
current 
In (A)

Efficiency Power Factor
kW HP Hot Cold 50 75 100 50 75 100

II Poles
30 40 200M/L 96,5 7,8 3,0 3,0 0,2128 33 73 387 66,0 3570 92,0 92,4 92,4 0,75 0,83 0,86 47,4
37 50 200M/L 119 7,1 2,6 2,7 0,2115 26 57 387 66,0 3570 93,0 93,0 93,0 0,72 0,81 0,85 58,7
45 60 200M/L 145 7,7 2,7 2,9 0,2199 18 40 393 66,0 3570 93,6 93,6 93,6 0,68 0,78 0,83 72,7
55 75 200M/L 177 8,0 2,8 2,8 0,2810 17 37 428 66,0 3570 93,6 93,6 93,6 0,75 0,83 0,86 85,8
75 100 250S/M 243 6,9 2,4 2,4 0,5878 25 55 695 69,0 3565 94,1 94,1 94,1 0,82 0,87 0,89 112
90 125 250S/M 291 7,5 2,5 2,6 0,6382 18 40 717 69,0 3565 94,9 95,0 95,0 0,81 0,87 0,89 134
110 150 250S/M 355 7,6 2,5 2,5 0,8397 19 42 807 69,0 3566 95,0 95,0 95,0 0,83 0,88 0,90 161
200 270 315L/J 643 6,2 1,7 2,1 2,46 37 81 1515 73,0 3577 95,8 95,8 95,8 0,84 0,88 0,89 294
250 340 315L/J 802 7,6 2,2 2,5 3,29 30 66 1675 73,0 3581 95,8 95,8 95,8 0,84 0,89 0,90 364
300 400 315L/J 961 8,2 2,3 3,1 3,14 16 35 1646 73,0 3585 95,5 95,8 95,8 0,75 0,83 0,87 452
330 450 315L/J 1058 8,2 2,4 2,6 3,74 12 26 1764 73,0 3582 95,8 95,8 95,8 0,83 0,88 0,90 480
355 480 315L/J 1136 10,2 2,8 3,5 3,82 12 26 1779 73,0 3587 95,8 95,8 95,8 0,78 0,85 0,88 529
370 500 315L/J 1185 10,5 2,9 3,3 4,41 12 26 1879 73,0 3586 95,8 95,8 95,8 0,82 0,88 0,90 539
400 550 315L/J 1282 9,9 2,8 3,0 4,41 13 29 1879 73,0 3584 95,8 95,8 95,8 0,85 0,89 0,91 576
450 610 315L/J 1444 8,9 2,4 2,8 4,32 12 26 1883 73,0 3581 95,8 95,8 95,8 0,83 0,88 0,90 655

IV Poles
30 40 200M/L 194 7,2 2,4 2,9 0,3316 20 44 381 66,0 1783 92,7 93,9 94,1 0,64 0,75 0,81 49,4
37 50 200M/L 239 7,3 2,4 2,9 0,3322 15 33 381 66,0 1782 93,6 94,5 94,5 0,62 0,74 0,80 61,4
45 60 200M/L 291 6,9 2,4 2,7 0,4917 20 44 438 66,0 1780 94,5 95,0 95,0 0,68 0,78 0,83 71,6
75 100 250S/M 484 7,5 2,4 2,7 1,21 18 40 694 69,0 1784 95,4 95,4 95,4 0,72 0,81 0,85 116
90 125 250S/M 581 7,6 2,5 2,7 1,55 18 40 767 69,0 1784 95,4 95,4 95,4 0,73 0,82 0,86 138
110 150 250S/M 708 8,6 3,0 3,2 1,71 13 29 802 69,0 1786 95,5 95,8 95,8 0,69 0,80 0,84 172
160 220 315L/J 1027 6,9 2,3 2,3 3,67 38 84 1500 73,0 1791 96,2 96,2 96,2 0,77 0,85 0,87 240
200 270 315L/J 1285 6,3 2,2 2,1 3,66 28 62 1501 73,0 1789 96,2 96,2 96,2 0,77 0,84 0,86 303
250 340 315L/J 1604 7,3 2,5 2,4 4,77 23 51 1645 73,0 1790 96,2 96,2 96,2 0,76 0,84 0,86 379
300 400 315L/J 1928 6,9 2,4 2,2 5,42 21 46 1733 73,0 1789 96,2 96,2 96,2 0,76 0,84 0,86 455
330 450 315L/J 2115 8,8 3,5 3,3 5,64 16 35 1762 73,0 1793 95,0 96,2 96,2 0,62 0,74 0,80 538
355 480 315L/J 2277 8,5 2,9 2,7 6,52 12 26 1875 73,0 1791 95,0 96,2 96,2 0,69 0,80 0,84 551
370 500 315L/J 2374 8,1 2,9 2,6 6,52 14 31 1875 73,0 1790 96,2 96,2 96,2 0,72 0,81 0,85 568
400 550 315L/J 2570 7,5 2,5 2,3 6,66 13 29 1889 73,0 1789 96,2 96,2 96,2 0,77 0,85 0,87 600

VI Poles
22 30 200M/L 214 6,3 2,1 2,7 0,4372 24 53 377 66,0 1185 91,6 92,9 93,0 0,57 0,70 0,77 38,6
30 40 200M/L 291 6,6 2,2 2,9 0,5616 23 51 413 66,0 1186 92,0 93,3 94,1 0,59 0,72 0,78 51,3
37 50 250S/M 359 6,9 2,1 2,4 1,61 41 90 675 69,0 1187 94,1 94,1 94,1 0,75 0,83 0,86 57,4
45 60 250S/M 436 7,8 2,5 2,6 1,62 28 62 675 69,0 1188 94,0 94,4 94,5 0,75 0,83 0,86 69,5
55 75 250S/M 532 7,3 2,4 2,7 1,60 22 48 680 69,0 1189 94,4 94,5 94,5 0,66 0,77 0,82 89,1
75 100 250S/M 727 7,2 2,4 2,7 2,15 22 48 766 69,0 1188 94,8 95,0 95,0 0,68 0,79 0,83 119
90 125 315L/J 868 6,1 1,8 2,2 5,99 59 130 1484 73,0 1192 95,0 95,0 95,0 0,70 0,79 0,83 143
110 150 315L/J 1060 6,6 2,0 2,4 5,98 40 88 1484 73,0 1193 95,8 95,8 95,8 0,66 0,77 0,81 178
132 175 315L/J 1273 6,8 2,0 2,4 5,99 29 64 1485 73,0 1192 95,6 95,8 95,8 0,66 0,76 0,81 214
160 220 315L/J 1543 6,7 2,0 2,4 6,51 26 57 1531 73,0 1192 95,7 95,8 95,8 0,64 0,75 0,80 262
200 270 315L/J 1928 7,0 2,1 2,4 9,04 28 62 1732 73,0 1192 95,8 95,8 95,8 0,66 0,77 0,81 323
250 340 315L/J 2413 7,0 2,1 2,4 10,1 21 46 1818 73,0 1192 95,8 95,8 95,8 0,67 0,77 0,81 404
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W22 Water Cooled8 W22 Water Cooled 9

Mechanical Data

FRAMES
FEET EXTERNAL KEYWAY SHAFT EXTENSION

WATER INLET AND 
OUTLET

BEARINGS

A B K C AA AB BA BB BD H HA HC HD AC AD L F GD G ES E D d1 W1 W2 PEA D.E. O.D.E.

200M/L 318 267 305 450 18.5x28.5 133 76 385 - 487 18,5 200 25 420 548 438 348 824 16 10 49 80 110 55m6
M20X2.5 2x G1/2"

100 544 6312-C4 6212-C4

250S/M*
406 311 349

-
24x40 168 102 506 105 664 29 250 38 517 689 530 438,5 1085 18 11

53
125 140

60m6
120 771 6314-C4 6314-C4

250S/M ** 58 65m6
315S/M*

508 508 630 28 216 117 628 331 831 44,5 315 47,5 655 916 686 601
1298 20 12 67,5 75m6 M20X2,5 2x G1 

-1/2"
220 964

6316-C4 6314-C4
315S/M ** 1368 28 16 90 200 210 100m6 M24X3 6322-C4 6316-C4
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W22 Water Cooled8 W22 Water Cooled 9

Flange - C

FRAMES LA ØM N P
S

T
N° holes TAP SIZE

200 The flange will be developed on demand
250

18,5
355,6 406,4

455 8 UNC5/8"-11 6,35
315 368,3 419,1

Flange - FF

FRAMES LA ØM N P
S

T
N° holes TAP SIZE

200 18 350 300 400 4
19 5

250 20 500 450 550
8

315 22 600 550 660 24 6
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Note: 
* 2 poles
** 4 and 6 poles

Terminal Box

FRAMES
T. BOX SIDEWAY TERMINAL BOX

S1 HH HK LL LM HH HK HB HD S1

200M/L 2xM50x1,5 201 117,5 228 218 Without side box
250S/M*

2xM63x1,5
220,5 151,5 314 312 221 151,5 314 627 2xM63x1,5

250S/M **
315S/M*

295 226 404 437,5 298 226 362 800 2xM63x1,5
315S/M **
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